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CUSTOM SOLUTIONS 

Opes sed nonummy tation 

 augue pecus. Venio regula ea  

fatua incassum. Nisl quia et  

aliquip, scisco roto minim ali quip 

macto duis. Wisi regula eum  

consectetuer ut mos tamen enim, 

aliquip feugait regula. Ut amet  

opes ideo gemino et tinci dunt 

humo sed ut, macto, meus. 

WEB SOLUTIONS  

Opes sed nonummy tation verto 

augue pecus. Venio regula ea vel 

fatua incassum. Nisl quia et aliquip, 

scisco roto minim aliquip macto 

duis. Wisi regula eum consectetuer 

ut mos tamen enim, aliquip feugait 

regula. Ut amet opes ideo gemino  

et tincidunt humo sed ut. 

EBUSINESS SOLUTIONS 

Enim iriure accumsan epulae  

accumsan inhibeo dolore populus 

praesent. Molior vicis feugiat  

valetudo quadrum quidem nisl ea 

paulatim. Haero ut nutus accum 

san melior, plaga cogo esse len 

eum. Genitus, te vero, eratenim 

exputo letalis tation loquor ex. 
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710-0016-03    Pi Zero Prototyping Hat 
The board was designed to be two Pi Zero sized boards or one over-sized board.  In actuality, it is two 
prototyping boards that are connected together but easily broken apart.  We acknowledge that the small 
Pi Zero footprint does not allow much room for additional circuitry.  If you are okay with  having an 
oversize board connected, leave the Schmartboard Pi Zero HAT as is for more working space…..or break 
them into two for double the fun. On one board we have standard 0.1” spacing with ground and 3 and 5 
Volt rails.  The second board has Schmartboard’s  signature offset grid, a standard 0.1” spacing, offset by 
0.05” with another standard row to give more flexibility 

For your convenience, we have bundled it with a 2 x 20 male 0.1” spacing header and also a matching 
female 2 x 20  0.1” spacing header. 

 


